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     Sady úplných vlo�ených válc� zna�ky AGS Premium quality obsahují t�snící krou�ky,
které jsou vyrobeny z vysoce kvalitního materiálu MVQ modré barvy speciáln�
vyvinutého pro t�sn�ní vlo�ených válc�.

    Pístní �epy a pojistky jsou kaleny a broušeny na p�esný pr�m�r a p�i montá�i je t�eba píst nah�át na 250 °C
s výjimkou píst� vrtání 102mm, kde je plovoucí ulo�ení �ep�.

     Pístní krou�ky (       ) jsou ozna�eny logem AGS Premium quality na horní stran� krou�ku vedle zámku a touto
zna�kou je t�eba je montovat sm�rem nahoru. Zámky pístních krou�k� je t�eba p�i montá�i pooto�it proti sob�.

     Válec je na horním límci ozna�en t�ídícím rozm�rem a na boku válce se nachází zna�ka výrobce
AGS Premium quality (        ). Válec je konzervován a balen v antikorozní fólii s logem AGS Premium
quality. �ivotnost konzervace je 12 m�síc�.

     Sady úplných vlo�ených válc� zna�ky AGS Premium quality jsou ur�eny pro traktory typu ZETOR, ZTS, LKT, URSUS,
JD2000 a MTZ. Jejich jednotlivé komponenty (        ) jsou vyráb�ny z materiál� v nejvyšší dostupné kvalit� dle schválené
výkresové dokumentace a jsou pr�b��n� rozši�ovány a  modernizovány tak, aby spl�ovali nejnáro�n�jší po�adavky
u�ivatel�. Základem zna�ky je pe�livý výb�r stabilních dodavatel� jednotlivých komponent� vyráb�jících dle norem ISO
9001. Všichni dodavatelé sou�asn� dodávají své výrobky pro první výbavu co� zaru�uje, �e zákazník obdr�í v balení AGS
Premium quality dlouhodob� prov��ený produkt nejvyšší jakosti. Sady vlo�ených válc� a jejich komponenty jsou
konzervovány a baleny v originálních obalech AGS Premium quality (        ) tak aby byla zajišt�na snadná manipulace
a nedošlo k jejich poškození. Karton s ochrannými prvky je ozna�en produktovými štítky s �árovým kódem a uzav�en
ochrannou blombou zaru�ující originální balení.

ZNA�ENÍ A BALENÍ
ÚPLNÝCH VLO�ENÝCH VÁLC�

VÝROBEK VY�ADUJE ODBORNOU MONTÁ�.
KVALITA GARANTOVÁNA.

     Píst je na dn� ozna�en logem AGS Premium quality, datem výroby, t�ídícím rozm�rem a šipkou
ozna�ující sm�r montá�e. (        ) P�i montá�i je bezpodmíne�n� nutné dodr�et stejný t�ídící rozm�r
válce a pístu. Šipka musí sm��ovat sm�rem k rozvod�m.

MARKING AND PACKING
OF THE AGS PREMIUM
QUALITY CYLINDER
LINER KITS

QUALITY GUARANTEED.
PROFESSIONAL ASSEMBLAGE IS REQUESTED.

     The AGS Premium cylinder liner kits are designed for ZETOR, ZTS, LKT, URSUS, JD 2000 and MTZ tractor types.
Their components (        ) are manufactured from the highest available quality materials according to the approved
drawings. They are continuously expanded and modernized to meet their highest demanding requirements. The basis of
the AGS Premium quality trademark is a careful selection of the stable suppliers of individual components manufactured
by ISO 9001. All of the suppliers simutaniosly supply the parts for OEM production. It guarantees, that the customer
receives in AGS Premium quality packaging, the highest quality and checked product. The cylinder liner kits and their
components are protected and packed in original AGS Premium quality packaging (        ). The box with protective
elements is marked by a product lable, that includes a barcode and is sealed with the protective seal to guarantee
the originality.

     On the top lip of the liner there is a selection mark. On the side of the liner (       ) there is the
producer mark AGS Premium quality. The liner is packed in anti-corrosion foil with AGS Premium
quality trademark. Lifetime of the protection is 12 months.

     The piston is at the bottom marked with the AGS Premium quality logo, production date, 
selection mark and an arrow indicating the mounting direction(        ). During the mounting into
 the engine it is neccessary to keep the same selection of the liner and the piston. The arrow must
point towards the timing gears.

     The piston rings (        ) are marked by logo AGS Premium quality on the top of the ring next to the lock.
The mark must be mounted upwards. The piston ring locks must be twisted against each other.

     The AGS Premium quality liner kit includes sealing rings, which are made of the high
quality material MVQ blue colour. This material was specially developed for sealing
of the cylinder liner kits.

     The gudgeon pins and circlips are hardened and grinded to the exact size. During the mounting it is neccessary to
heat up the gudgeon pin to 250 deg.C, except of the gudgeon pin for the linder dia. 102mm where is the �oating �t.


